
The optimal measurement system 
for:

•	 Installation and setting up a VoIP network	

•	 Evaluation of VoIP networks	

•	 In the area of Provision of Service, mainte-
nance, quality assurance and preservation of 
evidence	

•	 Local troubleshooting	

•	 Remote monitoring	

•	 Creation of test scenarios for multiple applica-
tions	

•	 For speech quality analysis and monitoring 
(Service Level Agreements)	

•	 Generation of VoIP traffic (VoIP load)	

Technical Data:

•	 USB 2.0 (JTAG mini USB), SD-Cardslot	

•	 1 x 100/1000 RJ-45 Ethernet port (GbE)	

•	 1 x USB 2.0 ports 	

•	 Dimensionen: 110 x 69,5 x 48,5 mm	

•	 Gewicht: 0,26 kg	

•	 Power: Internal	

Features and Benefits:

•	 Modular build Measurementadapter for VoIP 
over SIP	

•	 Preinstalled Trafficlyser® Tracesim 

VoIP client 

•	 Acts as remote station for the 	
Trafficlyser® - Tools:

	 easyVT
	 Tracesim VoIP

•	 Up to 40 concurrent VoIP connections possible	

•	 Remote control (Remoteconfigurationtool) 

•	 Stand-Alone operation

•	 1 USB Port zur Meßdatenaufnahme über exter-
nen USB Stick	

•	 Optional intended is the implemataion of a 
Trafficlyser® Tracesim VoIP simulator 
for outgoing simulations	

The Trafficlyser® nTG|Small is a modular 
build measurement adapter, especially made to act 
as a remote station for the Trafficlyser® pro-
ducts Tracesim VoIP and easyVT. The Traf-
ficlyser® nTG|Small is based on the Network 
Storage Link by the company Linksys and is able 
to connect to nearly every network component like 
Switches, Router, etc. On this possibility you are 
able to make quality measurements according to 
the E-Model and PESQ to every desired network 
segement.

Trafficlyser® ntg|small
Modular  Build Measurement Adapter
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